
FR 5609SL

mm inch mm inch kg lbs.

406.4 16 406.4 16 2.33 5.14
457.2 18 457.2 18 2.63 5.80
508.0 20 508.0 20 2.93 6.46
558.8 22 558.8 22 3.25 7.17
609.6 24 609.6 24 3.57 7.87
660.4 26 660.4 26 3.88 8.55
711.2 28 711.2 28 4.18 9.22
762.0 30 762.0 30 4.50 9.92
812.8 32 812.8 32 4.80 10.58
863.6 34 863.6 34 5.10 11.24
914.4 36 914.4 36 5.43 11.97
965.2 38 965.2 38 5.73 12.63

1,016.0 40 1,016.0 40 6.05 13.34
1,066.8 42 1,066.8 42 6.35 14.00
1,117.6 44 1,117.6 44 6.65 14.66

76121
76122
76123
76124
76125
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76135

Full Extension Ball Bearing Slide 
with Locking Mechanism

Length Extension Weight Item No.

per set zinc plated

Dimensions

slide height
56.0 mm  
2.20 in.

build-in width
19.1 mm  
0.75 in.

Specifications

	 side mount

	 19.1 mm / 0.75 in.

	 dynamic up to 100 kg / 220 lbs.

	 stainless steel ball bearing cages

	 steel, zinc plated

Packing Unit – Sets per Box: from 406.4 to 457.2 mm: 8  |  from 508.0 to 609.6 mm: 6  |  from 660.4 to 965.2 mm: 4  |  from 1,016.0 to 1,117.6 mm: 2

Characteristics

•	 drawer profile with disconnect release 
trigger

•	 lock-in and lock-out mechanism

•	 not symmetrical – function of the locking 
lever

•	 applicable for flat-mount installation – 
reduced load capacity


