
FR 6010 SCC

mm inch mm inch kg lbs.

300 11.81 320 12.60 1.41 3.11
350 13.78 395 15.55 1.63 3.59
400 15.75 445 17.52 1.79 3.95
450 17.72 495 19.49 2.05 4.52
500 19.69 545 21.46 2.28 5.02
550 21.65 595 23.43 2.50 5.50
600 23.62 645 25.39 2.71 5.97
650 25.59 695 27.36 2.94 6.48
700 27.56 745 29.33 3.22 7.09
750 29.53 795 31.30 3.43 7.56

90212 *
90213 2521
90214 2522
90215 *
90216 2524
90217 2525
90218 2526
90219 *
90220 *
90221 *

* on request

Length Extension Weight Item No. Item No.

per set
solid  

synthetic rollers
heat-resistant

Specifications

 side mount

 15.0 mm / 0.59 in.

 dynamic up to 50 kg / 110 lbs. 

 solid synthetic rollers,
 stainless steel ball bearings

 stainless steel 1.4509 / 441

 -25 °C to +80 °C
 -13 °F to +176 °F

Characteristics

• high lateral stability

• middle profile with locking device for easy 
assembly

• dual-sided captive profile

• synthetic stop

• self-closing

• compatible with regular extension drawer 
slide FR 1051 SCC 

• available as heat-resistant version up to 
+210 °C (+410 °F)

Dimensions

slide height
59.0 mm  
2.32 in.

build-in width
15.0 mm  
0.59 in.

Over Extension Telescopic Action Drawer Slide  
with Lateral Stability

Packing Unit – Sets per Box, all Lengths: 6


